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GB3-E    Krallenelektrode   3-Pins electrode

 3x Resistively coupled emitters to the HV for safe, non-sparkling  
performance

 Flexible cable (max. length 10 m) with HV plug for connection  
to generator unit

 HV cable in flexible nylon conduit

 Long life replaceable tungsten emitters 

 For demanding operating conditions, especially at high temperatu-
re and protective loads

Typ  Model

GB3-E

   mm mm mm °C mm m kg

 GU3/GU3A 70 20 einstellbar adjustable 140* 50 2 0,24 101504

Au
fla

de
ne

tz
te

il 
G

en
er

at
or

 U
ni

t

Ar
be

its
br

ei
te

 
W

or
ki

ng
 w

id
th

W
irk

ab
st

an
d 

(m
in

.) 
Eff

ec
tiv

e 
di

st
an

ce
 (m

in
.)

Em
itt

er
ab

st
an

d 
Em

itt
er

 d
is

ta
nc

e

M
ax

. E
in

sa
tz

te
m

pe
ra

tu
r 

M
ax

. t
em

pe
ra

tu
re

Kl
ei

ns
te

r B
ie

ge
ra

di
us

 K
ab

el
 

(s
ta

tis
ch

) 
Sm

al
le

st
 b

en
di

ng
 ra

di
us

  
of

 th
e 

ca
bl

e 
(s

ta
tic

)

Ka
be

l 
Ca

bl
e

G
ew

ic
ht

**
 

W
ei

gh
t*

*

Ar
tik

el
nu

m
m

er
 

Ite
m

 n
um

be
r

* Kabel und Schutzschlauch 80 °C    Cable and conduit 80 °C      ** Ohne Kabel   Without cable

 3x HS-Widerstandskopplung für sicheren, funkenfreien Betrieb

 Biegsames Hochspannungskabel (max. 10 m) mit Hoch- 
spannungsstecker zum Anschluss an Aufladegenerator 

 HS-Kabel in Nylon-Schutzrohr

 Austauschbare Emitterspitzen aus Wolfram für lange Lebensdauer 

 Für anspruchsvolle Einsatzbedingungen insbesondere  
bei hohen Temperaturen und Schutzbelastung

GB3-E
Aufladeelektrode
Charging Electrode  
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Hochspannungsstecker  High voltage connector

Halterung (optional)  Holder (optional)


