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ELEKTROSTAT IK   ELECTROSTAT ICS

 With his modular electronic components the EN-SL power pack 

guarantees a service-friendly power supply. 

The EN-SL power pack comes with two high-voltage terminals and 

was designed to provide ionizing systems with the required voltage.

EN-SL
HS-Netzteil
HV-Power Unit

Typ  Model

EN-SL 01.7781.200

EN-SL 01.7780.200

EN-SL LC 01.7834.000

EN-SL LC 01.7833.000

EN-SL RLC 01.7836.100

EN-SL RLC 01.7835.100

  m kV
AC
 V VA    °C m  kg 

 2 10* 7–8 115 40 – – IP 54  +5 bis to +45 2,6** 3,5 H162

 2 10* 7–8 230 40 – – IP 54  +5 bis to +45 2,6** 3,5 H161

 2 10* 7–8 115 40 ja   yes – IP 54  +5 bis to +45 2,6** 3,5 H178

 2 10* 7–8 230 40 ja   yes – IP 54  +5 bis to +45 2,6** 3,5 H177

 2 10* 7–8 115 40 ja   yes ja   yes IP 54  +5 bis to +45 2,6** 3,5 H181

 2 10* 7–8 230 40 ja   yes ja   yes IP 54  +5 bis to +45 2,6** 3,5 H182

H
S
-A

n
sc

h
lü

ss
e 

H
S
-t

e
rm

in
a
ls

M
a
x.

 A
n
sc

h
lu

ss
lä

n
ge

 
M

a
x.

 c
o
n
n
e
ct

io
n
 l
e
n
g
th

 

N
e
n
n
-A

u
sg

a
n
g
ss

p
a
n
n
u
n
g 

R
a
te

d
 o

u
tp

u
t 
vo

lt
a
ge

Ve
rs

o
rg

u
n
g
ss

p
a
n
n
u
n
g 

(5
0
–
6
0
 H

Z)
 

Su
p
p
ly

 v
o
lt
a
ge

 (
5
0
–
6
0
 H

Z)

Le
is

tu
n
g
sa

u
fn

a
h
m

e 
Po

w
e
r 
co

n
su

m
p
ti
o
n

Fu
n
kt

io
n
sa

n
ze

ig
e 

Fu
n
ct

io
n
 s

ig
n
a
liz

in
g

Si
g
n
a
la

u
sg

a
n
g

R
e
m

o
te

 m
o
n
it
o
r 
co

n
n
e
ct

io
n

S
ch

u
tz

a
rt

 
Pr

o
te

ct
io

n
 c

la
ss

Ei
n
sa

tz
te

m
p
e
ra

tu
r 

O
p
e
ra

ti
n
g 

te
m

p
e
ra

tu
re

N
e
tz

ka
b
e
l

M
a
in

s 
ca

b
le

G
e
w

ic
h
t

W
e
ig

h
t

A
rt

ik
e
ln

u
m

m
e
r 

It
e
m

 n
u
m

b
e
r

Technische Zeichnung   Technical Drawing

* Stab + Kabel  Bar + Cable

** Fest am Gerät   Fixed to the device

Zustand  State Kontakt geschlossen   Contact closed

Hochspannung ok, Netzspannung liegt an 
High voltage ok, Supply voltage feeding

Hochspannungsausfall 
High voltage fault

Netzausfall 
Power failure

1 und and 2

2 und and 3

2 und and 3

Signalausgang   Remote monitor connection

 An das Netzteil können Ionisatoren, wie Ionisationsstäbe, 

Luftschleusen, Ringionisatoren etc. angeschlossen werden
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